
Multiple functional BOX PC

Features

Ei-S260 Edge Intelligence System Powered By 
WISE-DeviceOn and Signage CMS

 � Pre-configured system: Intel Core i5-7500T, Windows 10 IoT Enterprise, 8G 
DDR4 memory and 64G 2.5" SSD

 � Compact Design for space saving

 � Easy access to 2.5" HDD/SSD tray in front cover

 � Dual Display: DP+HDMI or DP+VGA or HDMI+VGA

 � Multiple IO with 4 x USB, 2 x LAN, 2 x COM is suitable for variety of 
application requests

 � Easy/quick installation for expansion parts (Mini PCIe) and RAM and mSATA

 � Flexibility for mounting : VESA,Wall/Desk

Specifications

Processor

CPU Intel Core i5-7500T 
Max Speed 3.3G 
TDP 35W(with smart Fan) 
Chipset H110 

Memory
Technology Dual channel DDR4 2133 MHz SDRAM (Non-ECC)  
Max Capacity Up to 32GB (16GB per S0-DIMM) (1 x 8GB built-in) 
Socket 2 x 260-pin S0-DIMM 

Storage
SATA 3.0 1 x 2.5" 64G MLC SSD built-in 
mSATA 1 (by Mini card  slot support) 

Graphic 

Capacity Integrated Intel® HD Graphics 530
HDMI Max. resolution 4096 x 2160 @ 24 Hz (HDMI 1.4)
Display Port Max. resolution 4096 x 2160 @ 60Hz
VGA Max. resolution 1920 x 1200 @ 60 Hz
Dual Display DP+HDMI, DP+VGA, HDMI+VGA

Ethernet
Interface 10/100/1000 Mbps
Controller Realtek RTL8111G GbE LAN

Audio Interface ALC662
Front IO HDD Slot 1

Rear IO

VGA 1
HDMI 1
Display Port 1
RJ-45 2
USB3.0 4
Serial 2, COM2,COM3 support RS-232 with selectable RI/ 5V/ 12V power
Audio 1 x Line-out,1 x Mic-in
DC Jack 1

Expantion Mini PCIe 1 F/S miniPCIe slot support mSATA; 1 H/S miniPCIe slot support PCIe/USB device

MISCELLANEOUS
Color Black 
Dimension 240 x 210 x 57mm(L x W x H)
Power 19V, 90W

Mounting Mode ACCESSORIES VESA,  Wall Mounting, Desktop
Software OS Win10

RoHS
COMPLIANT
2002/95/EC

Introduction
To fulfill customer requirements in edge computing trend, Advantech offers Ei-S260 Edge Intelligence System integrated hardware plus software solution powered by WISE-DeviceOn. 
It allows users to incorporate sensor data aggregation, edge analytics, and cloud integration for fast and easy real-time edge intelligence, and plus the flexibility to add on more software 
modules from the WISE-PaaS marketplace that enable IoT connectivity, data manageability and analytics in the edge.

WISE-DeviceOn Function Highlights
Device Management

 � Remote Monitoring & Control
 � Device Onboarding & Registration

Edge Intelligence
 � Real-Time Data Processing
 � Data Analysis & Filtering

Connectivity Service
 � Industrial Protocol Connectivity
 � Plug-n-Play Peripherals

Cloud Integration
 � Pre-Configured with Azure, Ali, AWS
 � Data Intelligence & AI Enabling

System Security
 � McAfee Application Control
 � Acronis Backup Recovery

WISE-Marketplace Integration 
 � Over 200+ I.App Offerings 
 � Easy to Purchase and Deploy

All product specifications are subject to change without notice, * identify as optional function Last updated: 19-Jun-2020
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Ordering Information
PN CPU RAM Mini PCIe HDD/SSD Slots DP HDMI VGA LAN USB3.0 COM Audio OS 

Ei-S260 Intel Core i5-7500T 8G DDDR4 Built- in 

1 F/S miniPCIe slot 
support mSATA; 1 H/S 
miniPCIe slot support 
PCIe/USB device 

SSD 2.5" 64G Built- in 1 1 1 2 4 2 Mic-in, 
Line out Win 10 IoT 

Accessory 
Accessory PN Description

Wi-Fi Module

EWM-W135H01E 802.11 a/b/g/n, Atheros AR9382, 2T2R
1750007465-01*2 Antenna Cable SMA(FR)/Mini coaxia L30cm
1750008717-01*2 Dipole Ant. D.B 2.4/5G WIFI 3dBi SMA/M-R BLK(outer antenna)
EWM-W168H01E RTL8822BE-CG 802.11 a/b/g/n/ac WIFI with Bluetooth 4.2 combo ,2T2R
1750007965-01*2 Antenna Cable R/P SMA (M) to MHF4, 300mm 
1750008717-01*2 Dipole Ant. D.B 2.4/5G WIFI 3dBi SMA/M-R BLK(outer antenna)

Power Cord

96CB-POWER-B-1.8MB RW0.75 Black/3L 1.8M(CCC) 
1700001524 3P UL 10A 125V 180cm(American)
170203183C 3P EU (WS-010+083) 183CM(European)
1700018553 Power Cord SAA 3P 2.5A 250V 183cm(Australia)
1700025113-11 Power Cord ISI 3P 2.5A 250V 180cm(India)
1700018409 Power Cord KCC 2P 2.5A 250V 183cm(Korea,Russia)
1700024849-01 Power Cord BSMI 3P 2.5A 125V 180cm(Taiwan)
170203180A Power Cord BSI 3P 2.5A 250V 183cm(UK)
1700008921 3P 1.8M PSE 7A 125V(Japan)

Dimensions Unit: mm

Ei-S260

Standard - Integrated I/O
COM3 LAN

COM2 Line out

HDMI 4 x USB3.0

VGA DP Mic in

DC In

Specifications (Cont.)

Environment

Operating Temperature HDD: 0~40 °C, SSD: 0 ~ 50 °C
Storage Temperature -40 ~ 85 °C (-40 ~ 185 °F)
Relative Humidity 90% @ 40 °C (non-condensing)
Vibration during operation With HDD:0.5Grms, IEC 60068-2-64, random 5-500HZ, 3 axes, 1hr/axis
Shock during operation With HDD:10 G, IEC 60068-2-27, half sine, 11 ms duration

Certifaction CCC/BSMI/CE/FCC/UL/CB
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